
 

MORTAR MIXERS
7 Cu Ft •  9 Cu Ft

24 MONTHS WARRANTY

Isolated bearings with cast 
iron pillow blocks, assuring 

Heavy duty 1/2 ” steel
bars safety grid

Solid 2” paddle 

hardened steel

Heavy duty 2”
wheels axle, with high
speed hubs and  wheels

Reinforced 3/16 ”  
drum thickness



  

sales@mgtamerica.com
248 E C rogan St. - Suite 203 - Law renceville, GA 30046 - U SA
Ph: 770 910 7450 

Total Volume

Drum Capacity

Weight without the Engine

Drum Thickness

Box for the engine

Wheels

Towing

7 Cu Ft (200 li ters)
7 Cu Ft (200) | 1½ - 2½ Bags
660 Lbs
72 x 52 x 66 inches
4g 3/16”

Tow bar for Transport and Towing

9 Cu Ft (250 li ters)
9 Cu Ft (250) | 2½ - 3½ Bags
790 Lbs
76 x 52 x 66 inches
4g 3/16”

Tow bar for Transport and Towing

TECHNICAL SPECIFICATIONS 7 Cu Ft 9 Cu Ft

Developed with 
robust structure and 
components which 
provide greater yield 

for mixing mortar.

WE WANT TO BUILD A GREAT BUSINESS WITH  YOU. 

PRO Line
Professionals at Work. Products designed for Professional use in small to big jobs, 


